
Cloud data serv ice SulfiLogger™ WebData

Data types
H2S (mg/L or ppm)
Temperature

Time resolution 1 minute

Transmission frequency Every 6th hour

Compatible dev ices Computer, Tablet, Smartphone

Compatible browsers Chrome, Edge, Safari, Firefox

Data export Data export to Excel (CSV file)

System integration option Standardized REST API

Dimensions
206 mm x 167 mm x 90 mm 
(8.1 in x 6.6 in x 3.5 in)

Weight 1.2 kg (2.6 lb)

Material Polypropylene

IP rating IP67

Inter face
Status LED 
On-off switch

Mounting accessories
Crossbeam clamps 
Wall mount brackets 
DIN-rail brackets

Other specif icat ions

Certification

ATEX marking**
        II 2(1) G    Ex ib [ia IIC Ga] IIC T4 Gb
        II (1) G    [Ex ia Ga] IIC 
        (with external connections)

Warranty 12 months***

Data subscription Available on a per-year basis

Technical specif icat ions

Power input
Batteries  
DC power (6-12 VDC, Min. 2A)

Battery life 3 months (estimated)

Data output
Cloud data 
4-20mA (24 V) for SCADA/PLC

Connectiv ity 2G/3G/4G* (embedded SIM)

Antenna options
Internal (included) 
External (optional)

Specif ications subject to change without notice
PowerCom Box specifications sheet_en-2021-08-100

** Additional Ex specifications are listed in the Installation Manual.
*** When used in accordance with the Installation Manual.
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